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  Founded in 2005, KTI is a high-tech manufacturer of auto-

mated manufacturing machinery integrating R&D, design, manu-

facturing and sales. 

 KTI focuses on the development and manufacture of robot in-

tegration equipment, various types of high-speed transfer ma-

chines for the mechanical and electronic industries, electronic 

substrate assembly manufacturing, and equipment for automation 

and intelligent production in other manufacturing plants, as well 

as the provision of digital total solutions and system construction.  

 KTI  provides a wide range of advanced standardized and non-standard automated manufac-

turing equipment for automotive parts manufacturing, semiconductor electronics manufacturing, 

®at-panel display manufacturing, home appliance manufacturing, and other world-class corpo-

rate clients¨ production factories around the globe. 

   KTI¨s core corporate culture is "First One, Best One֫Oְnly One". The company has a wealth 

of talent and experience in the industry. We have developed, designed, and manufactured thou-

sands of advanced industrial automation equipment. Many of them are the ­rst set of equipment 

in the industry and have won many awards and intellectual property rights. 

  KTI emphasizes technological R&D, technological innovation, personnel training, and inter-

national cooperation between industry, academia, and research. The company has a Technology 

R&D Centre in Suzhou, China. and a KTI-University of Electronic Science and Technology Re-

search Centre for Smart Manufacturing in China. KTI is a leading international high-tech enter-

prise in the ­eld of intelligent manufacturing. 

 

First One                 Best One                 Only One 

KTI is a National High-Tech Company in China 
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 Company Philosophy: 

KTI Semiconductor Manufacturing Machine Co., Ltd 

 Add̔B-13, Xinghua Industrial Park, No.2 Shuangma Road,  
Suzhou Industrial Park, Jiangsu Province, P.R. China 
 Tel̔86-(0)512-62959517  ax̔86-(0)512-62959317 

KTI CO., LTD / JAPAN 

  Add̔ParkHomes-Meguro 902, 2-23-23,  
 Shimomeguro, Meguro-ku, Tokyo, Japan. 153-0064 
   Tel̔81-(03)34910685  ax̔81-(03)34910681 

KTI Intelligent Machine Manufacturing Co., Ltd 

  Add̔Building 6, Hengrong Industrial Park, Jinqiao West Road,  
 Tongzhou District, Nantong City, Jiangsu Province, P.R. China 
 Tel86-(0)512-62959517  ax86-(0)512-62959317 

KTI CO., LTD / Zhuhai, China 

  Add̔Room332, Building 18, No.1889, Huangdao 
 East Road, Innovallay HQ, Hengqin New Area, 
 Zhuhai, Guangdong Province, P.R. China 

  Tel̔86-(0)756-8688985 

   We aim to be an international, innovative company that contributes positively to the progress of 

society based on the happiness of all employees. 

  KTI¨s team of engineers respects creative work, the intellectual property of our clients, and the im-
portance of knowing that property in our daily work. 

http://www.kti-machine.com 

 Company name:  KTI Co., Ltd / JAPAN 
 Group company:  Suzhou KTI Semiconductor Manufacturing Machine Co., Ltd / CHINA  
     Nantong KTI Intelligent Machine Manufacturing Co., Ltd / CHINA  
     Zhuhai KTI Intelligent Machine Manufacturing Co., Ltd  / CHINA    
  CEO:    Dr. Jianping Jing 

 Founded:   Nov. 2005 
 Capital:    49 million RMB 
 Head OŁce:   B13, Xinhua industry park, No.2,Shuangma Road, Suzhou city, R.P. China  
 Tel: 86-(0) 512-6295-9517    Fax: 86-(0)512-6296-9317 
 http://www.kti-machine.com 
 mail: sales@kti-machine.co.jp 

Company Pro­le 

 Other Standard Manufacturing Machines  
ĺ Page 19 
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The KTI' Concept of  Flexibility, Modularization, Standardization 

  
   KTI puts forward the unique line innovation 
of KTI based on the standard equipment design 
idea of systematization, modularization, and 
®exibility in terms of customer investment, 
equipment design, and manufacturing. 

Design of functionally divided modules and standard unit equipment 
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Series of Modular Machines for PCB Assembly Manufacturing 

Standardized Transfer Unit System 

Standardized Component Suppler Unit System 

Standardized  Processing Unit System 

Standardized Safety System 

ợ Function Test Line 

ợ Product Test Line 

ợ Program Writer Line 

ợ Assembly Line 

ợ PCB Splitting Line 

ợ Soldering Line 
etc.  

One-stop solution for PCB assembly factory Flexibility, Modularization, Standardized processing 

Ex: PCB assembly DIP section automated production line outline diagram 
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A1,A10: Gantry type ATS robotic line 

A2:  PCB cassette loading/unloading 
A3:  Shaped parts insertion machine-1 
A4:  Shaped parts insertion machine-2 
A5:  Selective wave soldering 
A6:  Program writer 
A7:  PCB substrate splitter-1 
A8:  PCB substrate splitter-2 
A9:  Unloader convey 
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Oŀ-line Type Semiautomatic PCB Splitting Machine 

   AM455-02Type I 

1. General Standards̔ 

    Equipment model̔   AM455-02Type I 

      Equipment size    850mm(L)*850mm(W)*1500mm(H) 

       Equipment weight     200KG 

       Spec voltage     ű3 AC380V 50HZ 

       Spec power     3kw 

       PCB size      400mm(L)*350mm(W)*3mm(H) 

       PCB material:     FR4, cem1, cem3 and other resins 

      Milling cutter diameter:   ű0.8ű3.0mm 

       Repeatability        ֒ 0.01mm 

       Cutting speed    Max.100s 

       Moving speed     Max.1000mm/sec 

       Z-axis stroke      Max.70mm 

       Head rotation speed   5000-60000rpm 

       X, Y, Z  axis     AC ServoKTI Standard Module 

      Air supply pressure   above 0.4MPa 

      Air consumption    20-30L/min(A.N.R) 

2Functions: 

     Automatic adjustment of the depth of the milling cutter (automatic gear change), extending the cutting life of the milling 

cutter; Optional modules: automatic tool change, dust collection, automatic scrap discharge, dust extraction switch, etc.; Im-

age processing can correct the cutting position and improve the cutting accuracy; The image module can read QR 2-

dimensional code, and automatically transfer the corresponding cutting program. 

3Main Components: 

      High-precision servo module, image module, cutting module, etc. 

Standard Type PCB Splitting Machine AICHAN-II 

AICHAN-II (Standard  Type) 

1̈ General Standards 

    Equipment model   AM455-02(AICHAN-II) 

      Equipment size   1250mm(L)*600mm(W)*1500mm(H) 

       Equipment weight   200KG 

       Spec voltage    ű3 AC380V 50HZ 

       Spec power    3kw 

       PCB size     330mm(L)*250mm(W)*3mm(H) 

       PCB material:     FR4, cem1, cem3 and other resins 

      Milling cutter diameter  ű0.8ű3.0mm 

       Repeatability    ֒ 0.01mm 

       Cutting speed    Max.100s 

       Moving speed    Max.1000mm/sec 

       Z-axis stroke    Max.70mm 

       Head rotation speed  5000-60000rpm 

       X, Y, Z  axis    AC ServoKTI Standard Module 

      Air supply pressure   above 0.4MPa 

2Functions: 

       In-line/oŀ-line dual-machine mode; suitable for multi-variety and small-scale production, and expandable models; auto-

matic matching of preset work procedures; expected planning of overall factory automation solutions; automatic adjustment 

of milling cutter depth (automatic shifting), extending milling cutter Cutting life; optional modules: automatic tool change, 

dust suction, automatic chip removal, dust suction switch, etc. 

3Main Components: 

    High-precision servo module, image module, cutting module, etc. 
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PCB Splitting Machine Combined with Cassette Loader 

Double Stages Type  PCB Splitting Machine 

1. General Standards̔ 

   Equipment model̔   AM470A-02 

     Equipment size    1450mm(L)*1000mm(W)*1500mm(H) 

     Equipment weight    400KG 

     Spec voltage    ű3 AC380V 50HZ 

     Spec power    3kw 

     PCB size     330mm(L)*250mm(W)*3mm(H) 

     PCB material:     FR4, cem1, cem3 and other resins 

     Milling cutter diameter   ű0.8ű3.0mm 

     Repeatability    ֒ 0.01mm ( Splitting Machine) 

     Cutting speed      Max.100s 

     Moving speed     Max.1000mm/sec 

     Z-axis stroke      Max.70mm 

     Head rotation speed     5000-60000rpm 

     X, Y, Z  axis     AC ServoKTI Standard Module 

     Air supply pressure     above 0.4MPa 

2Functions: 

       In-line/oŀ-line dual mode; multi-variety and low-volume production, scalable models; automatic matching of preset work-

ing procedures; expected planning of overall factory automation solutions; automatic adjustment of milling cutter depth 

(automatic shifting) to extend the life of cutting milling cutters; Optional modules: automatic tool change, dust suction, auto-

matic chip removal, dust suction switch, etc. 

3Main Components: 

      High-precision servo module, image module, cutting module, etc. 

AM570A-2(Combination Type) 

1. General Standards̔ 

   Equipment model̔   AM570A-02 

     Equipment size    1400mm(L)*1150mm(W)*1500mm(H) 

     Equipment weight    About 500KG 

     Spec voltage    ű3 AC380V 50HZ 

     Spec power    4kw 

     PCB size     330mm(L)*250mm(W)*3mm(H) 

     PCB material:     FR4, cem1, cem3 and other resins 

     Milling cutter diameter   ű0.8ű3.0mm 

     Repeatability    ֒ 0.01mm ( Splitting Machine) 

     Cutting speed      Max.100s 

     Moving speed     Max.1000mm/sec 

     Z-axis stroke      Max.70mm 

     Head rotation speed     5000-60000rpm 

     X, Yx2, Z  axis     AC ServoKTI Standard Module 

     Air supply pressure     above 0.5MPa 

2Functions: 

       In-line/oŀ-line dual mode; multi-variety and low-volume production, scalable models; automatic matching of preset work-

ing procedures; expected planning of overall factory automation solutions; automatic adjustment of milling cutter depth 

(automatic shifting) to extend the life of cutting milling cutters; Optional modules: automatic tool change, dust suction, auto-

matic chip removal, dust suction switch, etc. 

3Main Components: 

      High-precision servo module, image module, cutting module, etc. 

AM570A-2(Double Stages) 

т 



Single Station Automatic Spot Soldering Machine 

   AM721-01 

1. General Standards̔ 

    Equipment model̔   AM721-01 
      Equipment size    600mm(L)*1450mm(W)*1500mm(H) 
       Equipment weight     300KG 
       Spec voltage     ű3 AC380V 50HZ 
       Spec power     3kw 
       Max PCB size     330mm(L)*250mm(W)*3mm(H) 
       PCB material:     FR4, cem1, cem3 and other resins 
      Repeatability        ֒ 0.01mm 
       Soldering Head:    QUICK ET9584E 
       Tin conductor:     0.5mm-0.8mm wire 
       Moving speed     Max.1000mm/sec 
       Z-axis stroke      Max.70mm 
       X, Y, Z  axis     AC ServoKTI Standard Module 
      Air supply pressure   above 0.4MPa 
      Air consumption    20-30L/min(A.N.R) 

 

 

2Functions: 

     Single station automatic soldering machine is an automatic spot welding device for PCB board soldering. This machine 

includes a frame unit, an X, Y, Z, ɗ axis motion unit, a soldering unit, and a ­xture unit. 

3Main Components: 

      High-precision servo module, Soldering head module, Fan smoke extraction system̆Air blow cleaner for soldering iron 

tip̆etc. 

Automatic Selective Wave Soldering Machine 

DS240102-3 

1̈ General Standards 

    Equipment model   DS240102-3 

      Equipment size   1100mm(L)*1600mm(W)*1900mm(H) 

       Equipment weight   500KG 

       Spec voltage    ű3 AC380V 50HZ 

       Spec power    10kw 

       PCB size     330mm(L)*250mm(W)*3mm(H) 

       PCB material:     FR4, cem1, cem3 and other resins 

      Air supply pressure   above 0.4MPa 

      Air consumption    20-30L/min(A.N.R)  

2Functions:  

 After the DIP part insertion is completed, the substrate is put in by the 

transfer robot, and after ®ux is applied to the DIP part, it is baked and dried, 

and then soldered by the wave soldering unit to the part insertion. The sol-

dered PCB moves to the exclusion station, and a robot grabs and moves it to 

the downstream station . 

3. Main Components:  

 Combination of XYZ axis of the straight-line 3-axis̕Professional welding electromagnetic pumps̕ 

Spraying unit̕The combination of the XY axis of the straight-line 2-axis̕Flux professional spraying group 

Frame unit: mainly by 50x50 welding frame̕Sheet metal door plate, foot cup support̕Upper frame unit: Aluminium 

frame, PET sealing plate, signal light, control box̕Conveyor unit: substrate loading and unloading, welding, spraying po-

sition conveyor̕Pre-heating unit: heat generating unit to heat bake the substrate after spraying. 
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In-line Automatic Program Writer Machine 

Odd Shaped Component (Capacitor, Connect, Jump pin, etc.)  Placement Machine  

1. General Standards̔ 

    Equipment model̔  KBX-01 
     Equipment size   1250mm(L)*600mm(W)*1500mm(H) 
       Equipment weight  200KG 
       Spec voltage   ű3 AC380V 50HZ 
       Spec power    3kw 
       PCB size    330mm(L)*250mm(W)*3mm(H) 
       PCB material:    FR4, cem1, cem3 and other resins 
       Repeatability   ֒ 0.01mm 
       Moving speed   Max.1000mm/sec 
       Z-axis stroke   Max.70mm 
       X,Y,Z,ɗ axis   AC ServoKTI Standard Module 

          Imaging Process Unit:  JEVSA-YV260A2-E 
          Program writing unit  YOKOKAWALIJIEFENetc. 
            Air supply pressure  above 0.4MPa 
           Air consumption  20-30L/min(A.N.R) 

2Functions: 

      In-line/oŀ-line dual-machine mode; suitable for multi-variety and low-volume production; scalable machine types; auto-

matic matching of preset work procedures; expected planning of the overall factory automation solution; placement heads can 

be replaced. 

3Main Components: 

   High-precision servo moduleImage processing & position setting moduleHead changeable tooling moduleSafety modulĕ

etc.  

KBX-01DS240102-5  

1. General Standards̔ 

    Equipment model̔  DS240102-2 
     Main Equipment size  1350mm(L)*600mm(W)*1500mm(H) 
       Equipment weight  400KG 
       Spec voltage   ű3 AC380V 50HZ 
       Spec power    4kw 
       PCB size    330mm(L)*250mm(W)*3mm(H) 
       PCB material:    FR4, cem1, cem3 and other resins 
       Repeatability   ֒ 0.01mm 
       Moving speed   Max.1000mm/sec 
       Z-axis stroke   Max.70mm 
       X,Y,Z,ɗ axis   AC ServoKTI Standard Module 

          Imaging Process Unit:  JEVSA-YV260A2-E 
          Air supply pressure  above 0.4MPa 
           Air consumption  20-30L/min(A.N.R) 
     Parts Supply:   Customized Design  

DS240102-2 

2Functions: 

     This device is an automatic equipment for inserting capacitors, plugs, jumper pins and other DIP-shaped electronic devices 

into PCB circuit boards after automatic alignment. 

3Main Components: 

      the XYZ PnP unit; electronic device pre-calibration table; substrate ­xture unit; pin bending unit; XYɗ alignment insertion 

unit; PCB substrate stage; image processing system and so on. 
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Lamination Machine  Roll to Roll Manufacturing System 

 KTI develops, designs, and manufactures high-precision laminating equipment that automates the lamina-

tion of ®at hardboards to ®at hardboards (ex: glass to glass), ­lm to ®at hardboards, and ­lm to ­lm in an atmos-

pheric pressure environment. The equipment is widely used in the manufacturing plants of customers such as ®at 

panel display manufacturers, touch panel manufacturers, and thin ­lm sensor manufacturers. High-precision 

alignment technology and roller-to-roller manufacturing technology. We provide a solid guarantee for our cus-

tomers¨ high-volume, high-quality production. Starting from the customer¨s new goods to the new production 

technology, and new equipment manufacturing, the company insists on innovative activities in this ­eld together 

with the customer. We have designed and manufactured a variety of industry-­rst equipment and obtained sever-

al technical patents. 

Multi-­lm To ­lm Automatic Laminating Machine 

VT-IV-1 

1̈ General Standards 
    Equipment model   VT-IV-1 
      Equipment size   2300mm(L)*1000mm(W)*1990mm(H) 
       Equipment weight   2000KG 
       Spec voltage    ű3 AC380V 50HZ 
       Spec power    10kw 
       Film size     A Film: 250*250(mm)thickness>50ɛ  
                                                 B (base ­lm)800x800mmthickness>80ɛ  
       Film material:     Metal Surface Coating Layer Film after  
                         Sbuttering Process 
   Positioning accuracy       5ɛ  
   Film-to-Film Splicing Accuracy: 10ɛ  
      Air supply pressure   above 0.4MPa 
      Air consumption    20-30L/min(A.N.R)  
 
2Functions:  

 This is an automated ­lm-to-­lm laminating system that splices 9 sheets of 

250mm x 250mm ­lm with a metallic coating of about 80 Øm in thickness onto a 

750mm x 750mm ­lm substrate with a thickness of 50 Øm under atmospheric 

pressure. 

3. Main Components:  

 The unit consists of a ­lm separation and loading unit, a ­lm edge punching unit, a ­lm transfer table, a robot unit for 
laminating, an XYɗ alignment table for base ­lm attachment, an XYɗ camera arm unit, an image processing alignment sys-
tem, a standard safety guard unit, and a system control unit. 

Film Loader 

Film Transfer Table 

Ợ Chip on Film Bonder Machine 

Ợ IC Inspection Machine 

Ợ Film to Film Lamination Machine 

Ợ Slitter Machine  

Film Unloader 
ợ High-precision positioning accuracy control is per-

formed using image pattern recognition and align-
ment technology. 

ợ GPIB communication is used to operate and control 
measuring instruments and collect data. 

ợ Tension sensors and meander sensors are used to 
protect the stability of roll-to-roll ­lm conveyance. 

KTI' Technology in Chip on Film by Roll to Roll Manufacturing  
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Roll to Roll Film Lamination System Line  

Semi-auto Film to Film Lamination Machine  

1. General Standards̔ 

    Equipment model̔  VT-V-02 
     Equipment size   2500mm(L)*3000mm(W)*1700mm(H) 
       Equipment weight  3000KG 
       Spec voltage   ű3 AC380V 50HZ 
       Spec power    10kw 
       Film size    ű400mm coil  W 400-500mm 
       Film thicknesses:    50ɛm, 150ɛm 150ɛm 

     Lamination accuracy  ֒ 0.05mm 
            Imaging Process Unit:  JEVSA-YV260A2-E 
           Air supply pressure  above 0.4MPa 
            Air consumption  20-30L/min(A.N.R) 

    The system consists of 2 roll-out units for A and B ­lm substrates in roll form; 2 half cutter units; 2 protective ­lm peeling 

and winding units; a vacuum suction chamber unit; an XYɗ alignment table; a laminating unit; 2 ­lm buŀer units; and a ­nished 

product winding unit. 

VT-V-02 

1. General Standards̔ 

    Equipment model̔  VT-V-03 
     Main Equipment size  1000mm(L)*800mm(W)*1800mm(H) 
       Equipment weight  1000KG 
       Spec voltage   ű3 AC380V 50HZ 
       Spec power    4kw 
       Film size    350mm(L)*350mm(W) 
       Film thicknesses:    50ɛ  
       Lamination Accuracy ֒ 0.03mm 
       Tact time    < 25 Seconds  

                                  ( Without ­lm placement, protective ­lm peeling time )  
           Species switching time:        < 15 minutes  
          Imaging Process Unit:  Fast 
          Air supply pressure  above 0.4MPa 
           Air consumption  20-30L/min(A.N.R) VT-V-03 

2Functions: 

     This device is a semi-automated machine used in the touch panel manufacturing process to accurately laminate two opti-

cal ­lms, A and B, under atmospheric pressure. The operator will A, B two pieces of optical ­lm, according to the operating 

procedures, placed, adsorbed in the upper and lower two tables within the speci­ed area. Manually peel oŀ the protective ­lm 

layer of each ­lm, press the automatic switch, and then the machine automatically recognizes the alignment Mark position of 

the optical ­lm, completes the calibration, and then squeezes by the roller system in the vacuum chamber, moving, and com-

pletes the precise lamination of the two pieces of optical ­lm. 

 

3Main Components: 

      Reversing table with vacuum suction function; XYɗ alignment table; Vacuum chamber; Roll laminating system; Positioning 

system for image recognition; Photographic optical system; Standard safety system; Control and operator interface system. 

Film half-cut Vacuum chamber Alignment lamination 

2Functions: 

      Roller to Roller manufacturing method automatic laminating produc-

tion line is used for laminating whole rolls of A Sensor Film + OCA Film 

and B Sensor Film + OCA Film. The machine utilizes CCD image align-

ment system, XYɗ alignment platform and roller continuous feeding tech-

nology to achieve high-speed fully automated ­lm-to-­lm lamination. 

3Main Components: 
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Micro Motor Assembly Equipment and Production Line 

 KTI adheres to the concept and innovation of standard-

ized and modular equipment design and manufacturing. 

Through information technology and intelligent technology, 

the equipment of each process unit in the production process 

is combined with advanced production technology. Maximum 

®exibility in diŀerent production scenarios and production line 

construction. It can be adapted to the production of small 

batch and multi-species, reduce the waste of investment and 

shorten the cycle of putting new products into production. 

 KTI has accumulated rich experience and engineering 

performance in the ­eld of micro-motor manufacturing. 

Automotive Blower Motor Assembly Manufacturing Line & Process Unit Equipment 

Line tact̔ 12 sec 

мн 



Modularized Compressor Rotor Assembly and Test Automatic Production Line 

Small Motor Rotor Automatic Assembly Line 

Line tact̔ 12 sec     Full auto,    

Line tact̔ 17 sec 
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Automatic Assembly Line for Small Motor End Cap Rivet and Magnets Insertion 

Line tact̔ 6 sec 

Small Motor Manufacturing Process: Automatic Insulator Insertion Machine 

Tact time:  1.7 S/ Pic  
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 Gantry Loader System Line 

Automatic Transfer Manipulator System Line 

 KTI specializes in developing and manufacturing systematic high-speed robot conveyor lines, 

providing strong technical and equipment support for the realization of ®exible and modular pro-

duction in intelligent factories. After more than a decade of technology iteration and precipitation, 

KTI smart automatic conveying system equipment has been widely used in automated processing 

production lines for automotive parts, cylinder blocks, cylinder heads, gearbox housings, crank-

shafts, camshafts, connecting rods, half shafts, and other parts. 

 KTI high-speed robot handling system equipment is also widely used in back-end engineering 

manufacturing and automatic inspection lines of PCBA assembly represented by automotive elec-

tronics. It helps back-end engineering to realize unmanned factories. 
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KVLH 

KVLI 

KVLV 

KVLI-II KVLI-III KVLI-IV KVLV-III 

KVLH-III KVLH-IV KVLH-V 

KCHG KSAG KCPG 

мс 


